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É2021 Grandstream Networks, Inc. https://www.grandstream.com 

All rights reserved. Information in this document is subject to change without notice. Reproduction or 

transmittal of the entire or any part, in any form or by any means, electronic or print, for any purpose without 

the express written permission of Grandstream Networks, Inc. is not permitted.  

The latest electronic version of this guide is available for download here: 

https://www.grandstream.com/support 

Grandstream is a registered trademark and Grandstream logo is trademark of Grandstream Networks, Inc. 

in the United States, Europe and other countries. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

#!54)/. 

Changes or modifications to this product not expressly approved by Grandstream, or operation of this 

product in any way other than as detailed by this guide, could void your manufacturer warranty. 

  

7!2.).' 

Please do not use a different power adaptor with devices as it may cause damage to the products and void 

the manufacturer warranty. 

 

https://www.grandstream.com/
https://www.grandstream.com/support
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5Ȣ3Ȣ &## 0ÁÒÔ φψ 2ÅÇÕÌÁÔÏÒÙ )ÎÆÏÒÍÁÔÉÏÎ 

This equipment complies with Part 68 of the FCC rules. Located on the equipment is a label that contains, 

among other information, the ACTA registration number and ringer equivalence number (REN). If requested, 

this information must be provided to the telephone company. 

The REN is used to determine the quantity of devices which may be connected to the telephone line.  

Excessive RENôs on the telephone line may result in the devices not ringing in response to an incoming 

call.  In most, but not all areas, the sum of the RENôs should not exceed five (5.0).  To be certain of the 

number of devices that may be connected to the line, as determined by the total RENôs contact the 

telephone company to determine the maximum REN for the calling area. 

This equipment cannot be used on the telephone company-provided coin service. Connection to Party Line 

Service is subject to State Tariffs. 

If this equipment causes harm to the telephone network, the telephone company will notify you in advance 

that temporary discontinuance of service may be required.  If advance notice isnôt practical, the telephone 

company will notify the customer as soon as possible.  Also, you will be advised of your right the file a 

complaint with the FCC if you believe it is necessary. 

The telephone company may make changes in its facilities, equipment, operations, or procedures that could 

affect the operation of the equipment.  If this happens, the telephone company will provide advance notice 

in order for you to make the necessary modifications in order to maintain uninterrupted service. 

 
If trouble is experienced with this equipment, please contact (Agent in the US):     
 
Company Name: Grandstream Networks, Inc. 

Address: 126 Brookline Ave, 3rd Floor Boston, MA 02215, USA 

Tel: 1-617-5669300 

Fax: 1-617-2491987 

If the trouble is causing harm to the telephone network, the telephone company may request you to remove the 

equipment from the network until the problem is resolved. 

This equipment uses the following USOC jacks: RJ45C. 

It is recommended that the customer install an AC surge arrester in the AC outlet to which this device is 

connected. This is to avoid damaging the equipment caused by local lightning strikes and other electrical 

surges. 

Since this device has the HAC function, the earpiece is easy to absorb small, please take care to avoid 

scratching. 
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5Ȣ3Ȣ &## 0ÁÒÔ ρυ 2ÅÇÕÌÁÔÏÒÙ )ÎÆÏÒÍÁÔÉÏÎ 

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: 

(1) This device may not cause harmful interference, and (2) this device must accept any interference 

received, including interference that may cause undesired operation.  

 

Any Changes or modifications not expressly approved by the party responsible for compliance could void 

the user's authority to operate the equipment. 

Note: This equipment has been tested and found to comply with the limits for a Class B digital device, 

pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against 

harmful interference in a residential installation. This equipment generates, uses and can radiate radio 

frequency energy and, if not installed and used in accordance with the instructions, may cause harmful 

interference to radio communications. However, there is no guarantee that interference will not occur in a 

particular installation. If this equipment does cause harmful interference to radio or television reception, 

which can be determined by turning the equipment off and on, the user is encouraged to try to correct the 

interference by one or more of the following measures: 

Å Reorient or relocate the receiving antenna. 

Å Increase the separation between the equipment and receiver. 

Å Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected. 

Å Consult the dealer or an experienced radio/TV technician for help. 

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This 

equipment should be installed and operated with minimum distance 20cm between the radiator& your body. 

This transmitter must not be co-located or operating in conjunction with any other antenna or transmitter. 
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$ÉÒÅÃÔÉÖÅ ςπρτȾυσȾ%5 2ÅÇÕÌÁÔÏÒÙ )ÎÆÏÒÍÁÔÉÏÎ 

This applies to GRP2612W/GRP2614/GRP2615/GRP2616 only 

Operating Frequency Band (RF) Max Power 

2402-2480MHz (TX&RX) BT-EDR 8.15dBm 

2402-2480MHz (TX&RX) BT-BLE  7.21dBm 

2412-2472MHz (TX&RX) 

802.11b 18.15dBm 

802.11g 18.42dBm  

802.11n-20 19.06dBm 

5150-5250MHz (TX&RX) 

802.11a 19.28dBm 

802.11n-20 18.78dBm 

802.11n-40 19.10dBm 

802.11ac20 18.89dBm 

802.11ac40 18.66dBm 

802.11ac80 15.80dBm 

5250-5350MHz (TX&RX) 

802.11a 18.63dBm 

802.11n-20 18.60dBm 

802.11n-40 18.93dBm 

802.11ac20 18.59dBm 

802.11ac40 18.38dBm 

802.11ac80 15.85dBm 

5470-5725MHz (TX&RX) 

802.11a 18.19dBm 

802.11n-20 18.32dBm 

802.11n-40 18.34dBm 

802.11ac20 18.44dBm 

802.11ac40 17.72dBm 

802.11ac80 15.45dBm 
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#ÁÕÔÉÏÎȡ %ØÐÏÓÕÒÅ ÔÏ 2ÁÄÉÏ &ÒÅÑÕÅÎÃÙ 2ÁÄÉÁÔÉÏÎ 

This equipment complies with EU radiation exposure limits set forth for an uncontrolled environment. This 

equipment should be installed and operated with minimum distance of 20 cm between the radiator and your 

body. 

 

#% !ÕÔÈÅÎÔÉÃÁÔÉÏÎ 

 

Hereby, Grandstream Networks, Inc. declares that the radio equipment GRP2612W, GRP2614, GRP2615 

and GRP2616 are in compliance with Directive 2014/53/EU. 

The full text of the EU declaration of conformity is available at the following internet address: 

https://www.grandstream.com/support/resources/ 

 

 

 

 

  

https://www.grandstream.com/support/resources/
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'.5 '0, ).&/2-!4)/. 

GRP261X/GRP2624/GRP2634 firmware contains third-party software licensed under the GNU General 

Public License (GPL). Grandstream uses software under the specific terms of the GPL. Please see the 

GNU General Public License (GPL) for the exact terms and conditions of the license.  

 

Grandstream GNU GPL related source code can be downloaded from Grandstream web site from: 

https://www.grandstream.com/hubfs/Product_Documentation/GRP261X/GRP2624/GRP2634_gnu_gpl.zip 

  

https://www.grandstream.com/hubfs/Product_Documentation/GRP261X/GRP2624/GRP2634_gnu_gpl.zip
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This document describes how to configure the GRP261X/GRP2624/GRP2634 via phone's LCD menu and 

web UI menu to fully manipulate phone's features. To learn advanced functions of 

GRP261X/GRP2624/GRP2634, please visit https://www.grandstream.com/support to download the latest 

ñGRP261X/GRP2624/GRP2634 Administration Guideò. 

 

This guide covers following topics: 

 

Á Product Overview  

Á Getting started 

Á Getting to know GRP261X/GRP2624/GRP2634 

Á Telephony features 

Á Advanced features 

Á Contacts 

Á Call History 

Á Connecting to devices 

Á Restore to factory default settings 

 

  

https://www.grandstream.com/support
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This section documents significant changes from previous versions of user manuals for 

GRP261X/GRP2624/GRP2634. Only major new features or major document updates are listed here. Minor 

updates for corrections or editing are not documented here. 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢυȢωσ 

¶ Added ability to end the call on hold without having to resume it first [End call] 

¶ Added ability to display entire VPK description label by holding the VPK for 3 seconds when in call 

[VPK description LCD display] 

¶ Added a voicemail notification popup when receiving a new voicemail message or after reboot/reset if 

there are new(or not played) voicemail messages [VM notification] 

 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢυȢφχ 

¶ No major changes. 

 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢυȢτψ 

¶ No major changes. 

¶ This is the initial version for GRP2624/GRP2634. 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢυȢτυ 

¶ No major changes. 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢυȢττ 

¶ No major changes. 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢυȢσφ 

¶ Added support for a power-saving feature of turning off the LCD display automatically according to a 

configurable schedule. [Office Hours] 

¶ Added support for a power-saving feature of turning off the LCD display automatically according to a 

timer when not during office hours. [Power Saving Timeout] 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢυȢσσ 

¶ Extended the amount of text that can be displayed on the Extension label. 

¶ Added support for disabling the feature of selecting an account from LCD. [Multiple SIP Accounts and 

Lines] 
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&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢυȢρυ 

¶ Added ability to configure Headset TX/RX gain on LCD. [Audio] 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢσȢφ 

¶ No major change. 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢρȢςσ 

¶ No major change. 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢρȢρχ 

¶ No major change. 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢρȢχ 

¶ Added support for GRP2616. 

¶ Added support for GRP2615. 

¶ Added support of Bluetooth handsfree feature. [Bluetooth] 

¶ Improved Feature of blacklist and whitelist in Contact. [Black/White Listing] 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢπȢσρ 

¶ Added support for more MPK/VPK modes [VIRTUAL MULTI-PURPOSE KEYS] 

¶ UCM conference room updates [UCM CONFERENCE] 

&ÉÒÍ×ÁÒÅ 6ÅÒÓÉÏÎ ρȢπȢπȢρφ 

¶ This is the initial version for GRP261X. 
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Thank you for purchasing Grandstream GRP261X/GRP2624/GRP2634 Carrier-Grade IP Phones.  

GRP2612/GRP2612P/GRP2612W is featuring 4 dual-color line keys (can be digitally programmed as up to 

16 provisionable BLF/fast-dial keys), 2.4ò (320x240) TFT color LCD, 4 programmable context-sensitive soft 

keys, 100M network ports, integrated PoE (GRP2612P & GRP2612W only), integrated dual-band Wi-Fi 

(GRP2612W only), 3-way conference, and Electronic Hook Switch (EHS).  

GRP2613 is featuring 6 dual-color line keys (can be digitally programmed as up to 24 provisionable 

BLF/fast-dial keys), 2.8ò (320x240) TFT color LCD, 4 programmable context-sensitive soft keys, 1000M 

network ports, integrated PoE, 3-way conference, and Electronic Hook Switch (EHS).  

GRP2614 is featuring 4 dual-color line keys (can be digitally programmed as up to 16 provisionable 

BLF/fast-dial keys), 2.8ò (320x240) TFT color LCD, 4 programmable context-sensitive soft keys, 2.4ò 

(320x240) additional screen dedicated to up to 24 multi-purpose keys, 1000M network ports, integrated 

PoE, Wi-Fi and Bluetooth support, 3-way conference and Electronic Hook Switch (EHS). 

GRP2615 is featuring 10 dual-color line keys (can be digitally programmed as up to 40 provisionable 

BLF/fast-dial keys), 4.3ò (480x272) TFT color LCD, 5 programmable context-sensitive soft keys, 1000M 

network ports, integrated PoE, Wi-Fi and Bluetooth support, 3-way conference and Electronic Hook Switch 

(EHS). 

GRP2616  is  a  next  generation  enterprise  IP  Phone  featuring  6  dual-color line keys (can be 

digitally programmed as up to 24 provisionable  BLF/fast-dial  keys),  4.3ò  (480x272)  TFT  color LCD,  

5  programmable  context-sensitive  soft  keys,  2.4ò  (320x240)  additional screen dedicated to up to 

24 multi-purpose keys, USB port, 1000M  network  ports,  integrated  PoE,  Wi-Fi and  Bluetooth  

sup-port,  3-way  conference  and  Electronic  Hook  Switch  (EHS). 

The GRP2624 is featuring 8-line dual-color line keys (can be digitally programmed as up to 32 provisionable 

BLF/fast-dial keys), 2.8 inch (320x240) TFT color LCD, 4 programmable context-sensitive soft keys, 1000M 

network ports, integrated PoE, Wi-Fi and Bluetooth support, 5-way conference and Electronic Hook Switch 

(EHS). 

The GRP2634 is featuring 8-line dual-color line keys (can be digitally programmed as up to 32 provisionable 

BLF/fast-dial keys), 2.8 inch (320x240) TFT color LCD, 4 programmable context-sensitive soft keys, 10 

multi-purpose keys, 1000M network ports, integrated PoE, Wi-Fi and Bluetooth support, 5-way conference 

and Electronic Hook Switch (EHS). 
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The GRP261X/GRP2624/GRP2634 series deliver superior HD audio quality, rich and leading-edge 

telephony features, protection for privacy, and broad interoperability with most 3rd party SIP devices and 

leading SIP/NGN/IMS platforms. GRP261X/GRP2624/GRP2634 series is the perfect choice for enterprise 

users looking for a high quality, feature rich multi-line executive IP phone with advanced functionalities and 

performance. 

Table 1: GRP261X/GRP2624/GRP2634 Features in a glance 

 

GRP2612 

GRP2612P 

GRP2612W 

· 4 dual-color line keys (can be digitally programmed as 

up to 16 provisionable BLF/fast-dial keys). 

· 2.4ò (320x240) TFT color LCD. 

· 4 programmable context-sensitive soft keys. 

· 100M network ports. 

· Integrated PoE (GRP2612P & GRP2612W only). 

· 3-way conference. 

· Electronic Hook Switch (EHS). 

· Wi-Fi support (GRP2612W only). 

 

GRP2613 

· 6 dual-color line keys (can be digitally programmed as 

up to 24 provisionable BLF/fast-dial keys). 

· 2.8ò (320x240) TFT color LCD. 

· 4 programmable context-sensitive soft keys. 

· 1000M network ports. 

· integrated PoE. 

· 3-way conference. 

· Electronic Hook Switch (EHS). 

 

GRP2614 

· 4 dual-color line keys (can be digitally programmed as 

up to 16 provisionable BLF/fast-dial keys). 

· 2.8ò (320x240) TFT color LCD. 

· 4 programmable context-sensitive soft keys. 

· 2.4ò (320x240) additional screen dedicated to up to 24 

multi-purpose keys. 

· 1000M network ports. 

· Integrated PoE. 

· Wi-Fi and Bluetooth support. 

· 3-way conference. 

· Electronic Hook Switch (EHS). 
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GRP2615 

· 10 dual-color line keys (can be digitally programmed 

as up to 40 provisionable BLF/fast-dial keys). 

· 4.3ò (480x272) TFT color LCD. 

· 5 programmable context-sensitive soft keys. 

· 1000M network ports. 

· Integrated PoE. 

· Wi-Fi and Bluetooth support. 

· 3-way conference. 

· Electronic Hook Switch (EHS). 

 

GRP2616 

· 6 dual-color line keys (can be digitally programmed as 

up to 24 provisionable BLF/fast-dial keys). 

· 4.3ò (480x272) TFT color LCD. 

· 5 programmable context-sensitive soft keys. 

· 2.4ò (320x240) additional screen dedicated to up to 24 

multi-purpose keys. 

· 1000M network ports. 

· Integrated PoE. 

· Wi-Fi and Bluetooth support. 

· 3-way conference. 

· Electronic Hook Switch (EHS). 

 

GRP2624 

· 8 dual-color line keys (can be digitally programmed as 

up to 24 provisionable BLF/fast-dial keys). 

· 2.8 inch (320x240) TFT color LCD. 

· 4 programmable context-sensitive soft keys. 

· 2.4ò (320x240) additional screen dedicated to up to 24 

multi-purpose keys. 

· 1000M network ports. 

· Integrated PoE. 

· Wi-Fi and Bluetooth support. 

· 5-way conference. 

· Electronic Hook Switch (EHS). 

 

GRP2634 

· 8 dual-color line keys (can be digitally programmed as 

up to 24 provisionable BLF/fast-dial keys). 

· 2.8 inch (320x240) TFT color LCD. 

· 4 programmable context-sensitive soft keys. 

· 2.4ò (320x240) additional screen dedicated to up to 24 

multi-purpose keys. 

· 1000M network ports. 

· Integrated PoE. 

· Wi-Fi and Bluetooth support. 

· 5-way conference. 

· Electronic Hook Switch (EHS). 
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The following tables contain the major features of the GRP261X/GRP2624/GRP2634: 

Table 2: GRP261X/GRP2624/GRP2634 Features in a glance 

 

4ÅÃÈÎÉÃÁÌ 3ÐÅÃÉÆÉÃÁÔÉÏÎÓ 

The following table resumes all the technical specifications including the protocols / standards supported, 

voice codecs, telephony features, languages and upgrade/provisioning settings for the 

GRP261X/GRP2624/GRP2634 series. 

 

 

Features 

GRP2612 

GRP2612P 

GRP2612W 

GRP2613 GRP2614 GRP2615 GRP2616 

 

GRP2624 GRP2634 

LCD Display 320x240 320x240 320x240 480x272 480x272 320x240 320x240 

LCD Backlight Yes Yes Yes Yes Yes Yes Yes 

Electronic Hook 

Switch 
Yes Yes Yes Yes Yes Yes Yes 

Number of 

Lines 
4 6 4 10 6 8 8 

Programmable 

Hard Keys 
16 24 16 40 24 32 32 

Programmable 

Soft Keys 
4 4 4 5 5 4 4 

MPK LCD No No Yes No Yes No No 

PoE 
GRP2612P 

only 
Yes Yes 

Yes 
Yes Yes Yes 

Network ports 100M 1000M 1000M 1000M 1000M 1000M 1000M 

Conference 3-way 3-way 3-way 3-way 3-way 5-way 3-way 

Bluetooth No No Yes Yes Yes Yes No 

Wi-Fi 
GRP2612W 

only 
No Yes Yes Yes Yes No 
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Table 3: GRP2612/GRP2612P/GRP2612W Technical Specifications 

Protocols/Standards 

SIP RFC3261, TCP/IP/UDP, RTP/RTCP/RTCP-XR, HTTP/HTTPS, ARP, ICMP, 

DNS (A record, SRV, NAPTR), DHCP, PPPoE, SSH, TFTP, FTP/FTPS, NTP, 

STUN, SIMPLE, LLDP, LDAP, TR-069, 802.1x, TLS, SRTP, IPv6 

Network Interfaces 
Dual switched auto-sensing 10/100 Mbps Ethernet ports, with integrated PoE 

(only GRP2612P/GRP2612W) 

Graphic Display 2.4 inch (320x240) TFT color LCD 

Feature Keys 

4 line keys with up to 2 SIP accounts, 4 programmable contexts sensitive 

Softkeys, 5 navigation/menu keys, 9 dedicated function keys for: MESSAGE (with 

LED indicator), TRANSFER, HOLD, HEADSET, MUTE, SEND/REDIAL, 

SPEAKERPHONE, VOLUME+, VOLUME- 

Voice Codec 
Support for G.729A/B, G723.1, G.711Õ/a-law, G.726, G.722 (wide-band), ILBC, 

OPUS and in-band and out-of-band DTMF (in audio, RFC2833, SIP INFO) 

Auxiliary Ports RJ9 headset jack (allowing EHS with Plantronics headsets) 

Telephony Features 

Hold, transfer, forward, 3-way conference, call park, call pickup, shared-call-

appearance (SCA), bridged-line-appearance (BLA), downloadable phonebook 

(XML, LDAP, up to 1000 items), call waiting, call log (up to 2000 records), 

customization of screen, off-hook auto dial, auto answer, click-to-dial, flexible dial 

plan, hot desking, personalized music ringtones and music on hold, server 

redundancy and fail-over 

HD audio Yes, both on handset and full-duplex handsfree speakerphone 

Base Stand Yes, allow 2 angle positions 

Wall Mountable Yes 

QoS Layer 2 (802.1Q, 802.1p) and Layer 3 (ToS, DiffServ, MPLS) QoS 

Security 

User and administrator level passwords, MD5 and MD5-sess based 

authentication, AES based secure configuration file, SRTP, TLS, 802.1x media 

access control 

Multi-language 

English, Arabic, Chinese, Croatian, Czech, Dutch, German, French, Hebrew, 

Hungarian, Italian, Japanese, Korean, Polish, Portuguese, Russian, Slovenia, 

Spanish, Turkish 

Upgrade/Provisioning 
Firmware upgrade via TFTP/FTP/FTPS/HTTP/HTTPS, mass provisioning using 

TR-069 or encrypted XML configuration file 

Power & Green 

Energy Efficiency 

Universal power adapter included: Input:100-240 VAC; Output: +5VDC, 0.5A; 

Integrated Power-over-Ethernet (802.3af) 

Physical 

Dimension : 203mm x 193mm x 52.1mm 

Unit weight:554g 

Package weight:936g 

Temperature and 

Humidity 
32-104ᴌ / 0͘40ᴈ, 10-90% (non- condensing) 

Package Content GRP2612/GRP2612P/GRP2612W phone, handset with cord, base stand, 

http://tw.rd.yahoo.com/_ylt=A3eg.80_Lf9QECwAKazhbB4J/SIG=12on4vg1k/EXP=1358929343/**http%3a/tw.dictionary.yahoo.com/dictionary%3fp=Arabic%26docid=1005599
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universal power supply (except GRP2612P), network cable, Quick Installation 

Guide 

Compliance 

GRP2612/GRP2612P: 

FCC: FCC Part 15B, Class B̕FCC Part 68 HAC. 

CE: EN 55032; EN 55035; EN 61000-3-2; EN 61000-3-3; EN 62368-1. 

RCM: AS/NZS CISPR 32̕AS/NZS 62368.1̕AS/CA S004. 

GRP2612W: 

FCC: FCC Part 15B, Class B; FCC Part 15 Subpart C; FCC Part 15 Subpart E; 

FCC Part 68 HAC. 

CE: EN 55032; EN 55035; EN 61000-3-2; EN 61000-3-3; EN 62368-1; EN 301 

489-1/-17; EN 300 328; EN 301 893; EN 62311; 

RCM: AS/NZS CISPR 32̕AS/NZS 62368.1̕AS/NZS 4268; AS/CA S004.  

 

Table 4: GRP2613 Technical Specifications 

Protocols/Standards 

SIP RFC3261, TCP/IP/UDP, RTP/RTCP/RTCP-XR, HTTP/HTTPS, ARP, ICMP, 

DNS (A record, SRV, NAPTR), DHCP, PPPoE, SSH, TFTP, FTP/FTPS NTP, 

STUN, SIMPLE, LLDP, LDAP, TR-069, 802.1x, TLS, SRTP, IPv6 

Network Interfaces 
Dual switched auto-sensing 10/100/1000 Mbps Ethernet ports with integrated 

PoE 

Graphic Display 2.8 inch (320x240) TFT color LCD 

Feature Keys 

6 line keys with up to 3 SIP accounts, 5 navigation/menu keys, 9 dedicated 

function keys for: MESSAGE (with LED indicator), TRANSFER, HOLD, 

HEADSET, MUTE, SEND/REDIAL, SPEAKERPHONE, VOLUME+, VOLUME- 

Voice Codec 
Support for G.723.1, G.729A/B, G.711Õ/a-law, G.726, G.722 (wide-band), OPUS, 

iLBC and in-band and out-of-band DTMF (in audio, RFC2833, SIP INFO) 

Auxiliary Ports RJ9 headset jack (allowing EHS with Plantronics headsets). 

Telephony Features 

Hold, transfer, forward, 3-way conference, call park, call pickup, shared-call-

appearance (SCA)/bridged-line-appearance (BLA), downloadable phonebook 

(XML, LDAP, up to 1000 items), call waiting, call log (up to 2000 records), 

customization of screen, off-hook auto dial, auto answer, click-to-dial, flexible dial 

plan, hot desking, personalized music ringtones and music on hold, server 

redundancy and fail-over 

HD audio Yes, both on handset and full-duplex handsfree speakerphone 

Base Stand Yes, allow 2 angle positions 

Wall Mountable Yes   

QoS Layer 2 (802.1Q, 802.1p) and Layer 3 (ToS, DiffServ, MPLS) QoS 

Security 

User and administrator level passwords, MD5 and MD5-sess based 

authentication, AES based secure configuration file, SRTP, TLS, 802.1x media 

access control 

Multi-language English, Arabic, Chinese, Croatian, Czech, Dutch, German, French, Hebrew, 

http://tw.rd.yahoo.com/_ylt=A3eg.80_Lf9QECwAKazhbB4J/SIG=12on4vg1k/EXP=1358929343/**http%3a/tw.dictionary.yahoo.com/dictionary%3fp=Arabic%26docid=1005599
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Hungarian, Italian, Japanese, Korean, Polish, Portuguese, Russian, Slovenia, 

Spanish, Turkish 

Upgrade/Provisioning 
Firmware upgrade via TFTP/FTP/FTPS/HTTP/HTTPS, mass provisioning using 

TR-069 or encrypted XML configuration file 

Power & Green 

Energy Efficiency 

Universal power adapter included: Input:100-240 VAC; Output: +5VDC, 0.5A; 

Integrated Power-over-Ethernet (802.3af) 

Max power consumption 6W. 

Physical 

Dimension : 203mm x 193mm x 52.1mm 

Unit weight:554g 

Package weight:936g 

Temperature and 

Humidity 
32-104ᴌ / 0͘40ᴈ, 10-90% (non- condensing) 

Package Content 
GRP2613 phone, handset with cord, base stand, universal power supply, network 

cable, Quick Installation Guide 

Compliance 

FCC: FCC Part 15B, Class B̕FCC Part 68 HAC. 

CE: EN 55032; EN 55035; EN 61000-3-2; EN 61000-3-3; EN 62368-1. 

RCM: AS/NZS CISPR 32̕AS/NZS 62368.1̕AS/CA S004. 

 

Table 5: GRP2614 Technical Specifications 

Protocols/Standards 

SIP RFC3261, TCP/IP/UDP, RTP/RTCP/RTCP-XR, HTTP/HTTPS, ARP, ICMP, 

DNS (A record, SRV, NAPTR), DHCP, PPPoE, SSH, TFTP, FTP/FTPS, NTP, 

STUN, SIMPLE, LLDP, LDAP, TR-069, 802.1x, TLS, SRTP, IPv6 

Network Interfaces 
Dual switched auto-sensing 10/100/1000 Mbps Ethernet ports with integrated 

PoE 

Graphic Display 2.8 inch (320x240) TFT color LCD ï 2.4 inch MPK color LCD 

Bluetooth Yes, Bluetooth 5 

Wi-Fi Yes, dual-band 

Feature Keys 

4 line keys with up to 4 SIP accounts, 24 speed-dial/BLF extension keys with 

dual-color LED, 4 programmable contexts sensitive Softkeys, 5 navigation/menu 

keys, 11 dedicated function keys for: MESSAGE (with LED indicator), 

PHONEBOOK, TRANSFER, CONFERENCE, HOLD, HEADSET, MUTE, 

SEND/REDIAL, SPEAKERPHONE, VOLUME+, VOLUME- 

Voice Codec 
Support for G.729A/B, G.711Õ/a-law, G.726, G.722 (wide-band), OPUS, iLBC 

and in-band and out-of-band DTMF (in audio, RFC2833, SIP INFO) 

Auxiliary Ports RJ9 headset jack (allowing EHS with Plantronics headsets). 

Telephony Features 

Hold, transfer, forward, 3-way conference, call park, call pickup, shared-call-

appearance (SCA)/bridged-line-appearance (BLA), downloadable phonebook 

(XML, LDAP, up to 2000 items), call waiting, call log (up to 2000 records), 

customization of screen, off-hook auto dial, auto answer, click-to-dial, flexible dial 

plan, Hot Desking, personalized music ringtones and music on hold, server 

http://tw.rd.yahoo.com/_ylt=A3eg.89VLv9Q1RkAWQ7hbB4J/SIG=12b6bsfrv/EXP=1358929621/**http%3a/tw.dictionary.yahoo.com/dictionary%3fp=Hungarian
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redundancy and fail-over 

HD audio Yes, both on handset and full-duplex handsfree speakerphone 

Base Stand Yes, allow 2 angle positions 

Wall Mountable Yes 

QoS Layer 2 (802.1Q, 802.1p) and Layer 3 (ToS, DiffServ, MPLS) QoS 

Security 
User and administrator level passwords, MD5 & MD5-sess based authentication, 

AES based secure configuration file, SRTP, TLS, 802.1x media access control 

Multi-language 

English, Arabic, Chinese, Croatian, Czech, Dutch, German, French, Hebrew, 

Hungarian, Italian, Japanese, Korean, Polish, Portuguese, Russian, Slovenia, 

Spanish, Turkish 

Upgrade/Provisioning 
Firmware upgrade via TFTP/FTP/FTPS/HTTP/HTTPS, mass provisioning using 

TR-069 or encrypted XML configuration file 

Power & Green 

Energy Efficiency 

Universal power adapter included: Input:100-240V; Output: +12V, 0.5A; 

Integrated Power-over-Ethernet (802.3af) 

Max power consumption: 6W 

Physical 

Dimension : 234mm x 213mm x 82.2mm 

Unit weight: 950g 

Package weight: 1460g 

Temperature and 

Humidity 
32-104ᴌ / 0͘40ᴈ, 10-90% (non- condensing) 

Package Content 
GRP2614 phone, handset with cord, base stand, universal power supply, network 

cable, Quick Installation Guide 

Compliance 

FCC: FCC Part 15B, Class B; FCC Part 15 Subpart C; FCC Part 15 Subpart E; 

FCC Part 68 HAC. 

CE: EN 55032; EN 55035; EN 61000-3-2; EN 61000-3-3; EN 62368-1; EN 301 

489-1/-17; EN 300 328; EN 301 893; EN 62311; 

RCM: AS/NZS CISPR 32̕AS/NZS 60950.1̕AS/NZS 4268; AS/CA S004. 

 

Table 6: GRP2615 Technical Specifications 

Protocols/Standards 

SIP RFC3261, TCP/IP/UDP, RTP/RTCP/RTCP-XR, HTTP/HTTPS, ARP, ICMP, 

DNS (A record, SRV, NAPTR), DHCP, PPPoE, SSH, TFTP, FTP/FTPS, NTP, 

STUN, SIMPLE, LLDP, LDAP, TR-069, 802.1x, TLS, SRTP, IPv6 

Network Interfaces 
Dual switched auto-sensing 10/100/1000 Mbps Ethernet ports with integrated 

PoE 

Graphic Display 4.3 inch (480x272) TFT color LCD 

Bluetooth Yes, Bluetooth version 5 

Wi-Fi Yes, dual-band 

Feature Keys 

10 line keys with up to 5 SIP accounts, 40 speed-dial/BLF extension keys with 

dual-color LED, 5 programmable contexts sensitive Softkeys, 5 navigation/menu 

keys, 9 dedicated function keys for: MESSAGE (with LED indicator), TRANSFER, 

http://tw.rd.yahoo.com/_ylt=A3eg.80_Lf9QECwAKazhbB4J/SIG=12on4vg1k/EXP=1358929343/**http%3a/tw.dictionary.yahoo.com/dictionary%3fp=Arabic%26docid=1005599
http://tw.rd.yahoo.com/_ylt=A3eg.89VLv9Q1RkAWQ7hbB4J/SIG=12b6bsfrv/EXP=1358929621/**http%3a/tw.dictionary.yahoo.com/dictionary%3fp=Hungarian


 

Page | 24  
 GRP261X/GRP2624/GRP2634 User Guide 

Version 1.0.5.93 
 
 

HOLD, HEADSET, MUTE, SEND/REDIAL, SPEAKERPHONE, VOLUME+, 

VOLUME- 

Voice Codec 
Support for G.729A/B, G.711Õ/a-law, G.726, G.722 (wide-band), OPUS, iLBC 

and in-band and out-of-band DTMF (in audio, RFC2833, SIP INFO) 

Auxiliary Ports RJ9 headset jack (allowing EHS with Plantronics headsets), USB port. 

Telephony Features 

Hold, transfer, forward, 3-way conference, call park, call pickup, shared-call-

appearance (SCA)/bridged-line-appearance (BLA), downloadable phonebook 

(XML, LDAP, up to 2000 items), call waiting, call log (up to 2000 records), 

customization of screen, off-hook auto dial, auto answer, click-to-dial, flexible dial 

plan, Hot Desking, personalized music ringtones and music on hold, server 

redundancy and fail-over 

HD audio Yes, both on handset and full-duplex handsfree speakerphone 

Extension Module 
Yes, can power up to 4 GBX20 modules which features 4.3ò Color LCD, 20 quick-

dial/BLF keys which dual-color LED, 2 navigation keys. 

Base Stand Yes, allow 2 angle positions 

Wall Mountable Yes 

QoS Layer 2 (802.1Q, 802.1p) and Layer 3 (ToS, DiffServ, MPLS) QoS 

Security 
User and administrator level passwords, MD5 & MD5-sess based authentication, 

AES based secure configuration file, SRTP, TLS, 802.1x media access control 

Multi-language 

English, Arabic, Chinese, Croatian, Czech, Dutch, German, French, Hebrew, 

Hungarian, Italian, Japanese, Korean, Polish, Portuguese, Russian, Slovenia, 

Spanish, Turkish 

Upgrade/Provisioning 
Firmware upgrade via TFTP/FTP/FTPS/HTTP/HTTPS, mass provisioning using 

TR-069 or encrypted XML configuration file 

Power & Green 

Energy Efficiency 

Universal power adapter included: Input:100-240V; Output: +12V, 0.5A; 

Integrated Power-over-Ethernet (802.3af) 

Physical 

Dimensions : 243mm x 210mm x 82.3mm 

Unit weight:970g 

Package weight:1480g 

Temperature and 

Humidity 
32-104ᴌ / 0͘40ᴈ, 10-90% (non- condensing) 

Package Content 
GRP2615 phone, handset with cord, base stand, universal power supply, network 

cable, Quick Installation Guide 

Compliance 

FCC: FCC Part 15B, Class B; FCC Part 15 Subpart C; FCC Part 15 Subpart E; 

FCC Part 68 HAC. 

CE: EN 55032; EN 55035; EN 61000-3-2; EN 61000-3-3; EN 62368-1; EN 301 

489-1/-17; EN 300 328; EN 301 893; EN 62311; 

RCM: AS/NZS CISPR 32̕AS/NZS 60950.1̕AS/NZS 4268; AS/CA S004. 

 

Table 7: GRP2616 Technical Specifications 
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Protocols/Standards 

SIP RFC3261, TCP/IP/UDP, RTP/RTCP/RTCP-XR, HTTP/HTTPS, ARP, ICMP, 

DNS (A record, SRV, NAPTR), DHCP, PPPoE, SSH, TFTP, FTP/FTPS, NTP, 

STUN, SIMPLE, LLDP, LDAP, TR-069, 802.1x, TLS, SRTP, IPv6 

Network Interfaces 
Dual switched auto-sensing 10/100/1000 Mbps Ethernet ports with integrated 

PoE 

Graphic Display 4.3 inch (480x272) TFT color LCD - 2.4 inch MPK color LCD 

Bluetooth Yes, Bluetooth version 5 

Wi-Fi Yes, dual-band 

Feature Keys 

6 line keys with up to 6 SIP accounts, 24 speed-dial/BLF extension keys with 

dual-color LED, 5 programmable contexts sensitive Softkeys, 5 navigation/menu 

keys, 11 dedicated function keys for: MESSAGE (with LED indicator), 

PHONEBOOK, TRANSFER, CONFERENCE, HOLD, HEADSET, MUTE, 

SEND/REDIAL, SPEAKERPHONE, VOLUME+, VOLUME- 

Voice Codec 
Support for G.729A/B, G.711Õ/a-law, G.726, G.722 (wide-band), OPUS, iLBC 

and in-band and out-of-band DTMF (in audio, RFC2833, SIP INFO) 

Auxiliary Ports RJ9 headset jack (allowing EHS with Plantronics headsets), USB port. 

Telephony Features 

Hold, transfer, forward, 3-way conference, call park, call pickup, shared-call-

appearance (SCA)/bridged-line-appearance (BLA), downloadable phonebook 

(XML, LDAP, up to 2000 items), call waiting, call log (up to 2000 records), 

customization of screen, off-hook auto dial, auto answer, click-to-dial, flexible dial 

plan, Hot Desking, personalized music ringtones and music on hold, server 

redundancy and fail-over 

HD audio Yes, both on handset and full-duplex handsfree speakerphone 

Base Stand Yes, allow 2 angle positions 

Wall Mountable Yes 

QoS Layer 2 (802.1Q, 802.1p) and Layer 3 (ToS, DiffServ, MPLS) QoS 

Security 
User and administrator level passwords, MD5 & MD5-sess based authentication, 

AES based secure configuration file, SRTP, TLS, 802.1x media access control 

Multi-language 

English, Arabic, Chinese, Croatian, Czech, Dutch, German, French, Hebrew, 

Hungarian, Italian, Japanese, Korean, Polish, Portuguese, Russian, Slovenia, 

Spanish, Turkish 

Upgrade/Provisioning 
Firmware upgrade via TFTP/FTP/FTPS/HTTP/HTTPS, mass provisioning using 

TR-069 or encrypted XML configuration file 

Power & Green 

Energy Efficiency 

Universal power adapter included: Input:100-240V; Output: +12V, 0.5A; 

Integrated Power-over-Ethernet (802.3af) 

Temperature and 

Humidity 
32-104ᴌ / 0͘40ᴈ, 10-90% (non- condensing) 

Package Content 
GRP2616 phone, handset with cord, base stand, universal power supply, network 

cable, Quick Installation Guide 

Compliance FCC: FCC Part 15B, Class B; FCC Part 15 Subpart C; FCC Part 15 Subpart E; 
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FCC Part 68 HAC. 

CE: EN 55032; EN 55035; EN 61000-3-2; EN 61000-3-3; EN 62368-1; EN 301 

489-1/-17; EN 300 328; EN 301 893; EN 62311; 

RCM: AS/NZS CISPR 32̕AS/NZS 60950.1̕AS/NZS 4268; AS/CA S004. 

 

 

Table 8: GRP2624 Technical specifications 

Protocols/Standards 

SIP RFC3261, TCP/IP/UDP, RTP/RTCP/RTCP-XR, HTTP/HTTPS, ARP, ICMP, 

DNS (A record, SRV, NAPTR), DHCP, PPPoE, SSH, TFTP, FTP/FTPS, NTP, 

STUN, SIMPLE, LLDP, LDAP, TR-069, 802.1x, TLS, SRTP, IPv6 

Network Interfaces 
Dual switched auto-sensing 10/100/1000 Mbps Ethernet ports with integrated 

PoE 

Graphic Display 2.8 inch (320x240) TFT color LCD 

Bluetooth Yes, Bluetooth intergrated 

Wi-Fi Yes, dual-band 

Feature Keys 

8 line keys with up to 4 SIP accounts, 4 XML programmable context sensitive 

softkeys, 5 navigation/menu keys, 9 dedicated function keys for: MESSAGE(with 

LED indicator), TRANSFER, HOLD, HEADSET, MUTE, SEND/REDIAL, 

SPEAKERPHONE, VOL+, VOL 

Voice Codec 
Support for G.729A/B, G.711Õ/a-law, G.726, G.722 (wide-band), OPUS, iLBC 

and in-band and out-of-band DTMF (in audio, RFC2833, SIP INFO) 

Auxiliary Ports 
RJ9 headset jack allowing EHS with Plantronics headsets, USB to support 

Grandstreamôs GUV Series headsets and other USB headsets 

Telephony Features 

Hold, transfer, forward, 5-way conference, call park, call pickup, shared-

callappearance(SCA)/bridged-line-appearance(BLA), downloadable 

phonebook(XML, LDAP, up to 2000 items), call waiting, call log(up to 2000 

records), XML customization of screen, off-hook auto dial, auto answer, click-to-

dial, flexible dial plan, hot-desking, personalized music ringtones and music on 

hold, server redundancy and fail-over 

HD audio 
Yes, HD handset and speakerphone with support for wideband audio, and dual 

microphone. 

Base Stand Yes, 2 angle positions available, Wall Mountable (Wall Mount *sold separately) 

Wall Mountable Yes 

QoS Layer 2 QoS (802.1Q, 802.1P) and Layer 3 (ToS, DiffServ, MPLS) QoS 

Security 

User and administrator level passwords, MD5 and MD5-sess based 

authentication, 256-bit AES encrypted configuration file, SRTP, TLS, 802.1x 

media access control, secure boot. 

Multi-language 
English, German, Italian, French, Spanish, Portuguese, Russian, Croatian, 

Chinese, Korean, Japanese and more 

Upgrade/Provisioning Firmware upgrade via FTP/TFTP / HTTP / HTTPS, mass provisioning using 
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GDMS/TR069 or AES encrypted XML configuration file. 

Power & Green 

Energy Efficiency 

Universal power adapter included: Input: 100-240V ; Output: +12V, 1A ; Integrated 

Power-over-Ethernet (802.3af) Max power consumption 9.5W (power adapter) or 

10.8W (PoE) 

Temperature and 

Humidity 

Operation: 0ÁC to 40ÁC Storage: -10ÁC to 60ÁC Humidity: 10% to 90% Non-

condensing 

Package Content 
GRP2624 phone, handset with cord, phone stand, 12V power adapter, network 

cable, Quick Installation Guide, GPL license 

Compliance 

FCC: FCC Part 15B, Class B; FCC Part 15 Subpart C; FCC Part 15 Subpart E; 

FCC Part 68 HAC. 

CE: EN 55032; EN 55035; EN 61000-3-2; EN 61000-3-3; EN 62368-1; EN 301 

489-1/-17; EN 300 328; EN 301 893; EN 62311; 

RCM: AS/NZS CISPR 32̕AS/NZS 60950.1̕AS/NZS 4268; AS/CA S004. 
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'%44).' 34!24%$  

This chapter provides basic installation instructions including the list of the packaging contents and also 

information for obtaining the best performance with the GRP261X/GRP2624/GRP2634 phone. 

%ÑÕÉÐÍÅÎÔ 0ÁÃËÁÇÉÎÇ 

Table 9: Equipment Packaging 

 

 

 

  

 

 

 

 

 

 

 

 

Figure 1: GRP261X/GRP2624/GRP2634 Package Content 

 

Note:  

Check the package before installation. If you find anything missing, contact your system administrator. 

 

#ÏÎÎÅÃÔÉÎÇ ÁÎÄ 3ÅÔÔÉÎÇ 5Ð ÔÈÅ '20ςφρ8Ⱦ'20ςφςτȾ'20ςφστ 

The GRP261X/GRP2624/GRP2634 phones can be installed on the desktop using the phone stand or 

attached on the wall using the slots for wall mounting. 

GRP261X/GRP2624/GRP2634 

¶ 1 x GRP261X/GRP2624/GRP2634 

Main Case. 

¶ 1 x Handset. 

¶ 1 x Phone Stand. 

¶ 1 x Ethernet Cable. 

¶ 1 x Power Adapter. 

¶ 1 x Phone cord. 

¶ 1 x Quick Installation Guide. 

¶ 1 x GPL License. 
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Figure 2: phone Stand and Mounting Slots on the GRP261X/GRP2624/GRP2634 

5ÓÉÎÇ ÔÈÅ 0ÈÏÎÅ 3ÔÁÎÄ 

To install the phone on the table with the phone stand, attach the phone stand to the bottom of the phone 

through the phone stand slot. (Upper half, bottom part). 

5ÓÉÎÇ ÔÈÅ 3ÌÏÔÓ ÆÏÒ 7ÁÌÌ -ÏÕÎÔÉÎÇ 

1. Attach the wall mount spacers to the slot for wall mount spacers on the back of the phone.  

2. Attach the phone to the wall via the wall mount hole.  

3. Pull out the tab from the handset cradle (See figure below).  

4. Rotate the tab and plug it back into the slot with the extension up to hold the handset while the 

phone is mounted on the wall (See figure below). 

 

 

Figure 3: Tab on the Handset Cradle 

 

#ÏÎÎÅÃÔÉÎÇ ÔÈÅ '20ςφρ8Ⱦ'20ςφςτȾ'20ςφστ 

To setup the GRP261X/GRP2624/GRP2634, follow the steps below:  

1. Connect the handset and main phone case with the phone cord.  

2. Connect the LAN port of the phone to the RJ-45 socket of a hub/switch or a router (LAN side of the router) 

using the Ethernet cable.  
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3. Connect the PSU output plug to the power jack on the phone; plug the power adapter into an electrical 

outlet. If PoE switch is used in step 2, this step could be skipped.  

4. The LCD will display provisioning or firmware upgrade information. Before continuing, please wait for the 

date/time display to show up.  

5. Using the phone embedded web server or keypad configuration menu, you can further configure the 

phone using either a static IP or DHCP. 

 
Figure 4: GRP261X/GRP2624/GRP2634 Back / Side View 
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'%44).' 4/ +./7 '20ςφρ8Ⱦ'20ςφςτȾ'20ςφστ 

)ÄÌÅ 3ÃÒÅÅÎ 

GRP261X/GRP2624/GRP2634 screen displays differently depending on whether the phone is idle or in use 

(active). The following figures show the idle screen of 

GRP2612/GRP2612P/GRP2612W/GRP2613/GRP2614 /GRP2615/GRP2616. 

 

Figure 5: GRP261X/GRP2624/GRP2634 Idle Screen 

The following table describes the items displayed on the GRP261X/GRP2624/GRP2634 idle screen: 

Table 10: LCD Display Definitions 

Date and Time 
Displays the current date and time. It can be synchronized with Internet time 

servers. 

Network icon 
Shows the status of network. It will indicate whether the network is down or 

starting. 

Status icon 
Shows the status of the phone for registration status, call features and etc, using 

icons as shown in the next table. 

Line status 

indicator 
Displays the name of the account that is in use. 

Softkeys in idle 

screen 

The softkeys are context sensitive and will change depending on the status of 

the phone. Typical functions assigned to softkeys are: 

 

¶ SwitchSCR/NEXTSCR 

Toggles between different idle screens: Press the most left softkey (or 

RIGHT/LEFT arrow buttons) to switch screens. 
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¶ ForwardAll  

Unconditionally forwards the phone line (account 1) to another phone. 

¶ MissedCalls 

Shows up unanswered calls to this phone. 

¶ Redial 

Redials the last dialed number 

Softkeys in call 

screen 

The softkeys are context sensitive and will change depending on the call status 

of the phone. Here are the main softkeys in call screen. 

 

¶ Redial 

Redials the last dialed number after off hook when there is existed call log.  

¶ Dial 

Dials the call out after off hook and entering the number. 

¶ AnswerCall 

Answers the incoming call when the phone is ringing. 

¶ RejectCall 

Rejects the incoming call when the phone is ringing. 

¶ EndCall 

Ends the active call. 

¶ Transfer 

Transfer softkey will show up after pressing TRAN button and entering transfer 

target number. Press Transfer softkey to do blind transfer. 

¶ Split 

In attended transfer mode, after establishing the second call, press Split to quit 

transfer and go back to normal talking status. 

¶ ConfCall  

Conferences the active calls. 

¶ ReConf 

Re-establish the conference among the calls on hold. 

 

 

 

 



 

Page | 33  
 GRP261X/GRP2624/GRP2634 User Guide 

Version 1.0.5.93 
 
 

Table 11: GRP261X/GRP2624/GRP2634 LCD icons 

 

Network Status. 

OFF - Network connection is up 

ON - Network connection is down 

 

DND Status. 

OFF - Do Not Disturb disabled 

ON - Do Not Disturb enabled 

 

Call Forward All Status. 

OFF - Call Forward All feature disabled 

ON - Call Forward All feature enabled 

 

Call Forward Busy Status. 

OFF - Call Forward Busy feature disabled 

ON - Call Forward Busy feature enabled 

 

Call Forward No Answer Status. 

OFF - Call Forward No Answer feature disabled 

ON - Call Forward No Answer feature enabled 

 

Call Forward Busy and Call Forward No Answer Status. 

OFF - Call Forward All and Call Forward No Answer feature disabled 

ON - Call Forward All and Call Forward No Answer feature enabled 

 

Missed Call Status. 

OFF - No missed call 

ON - New missed call 

 

Handset Status. 

OFF - Handset is not in use 

ON - Handset is in use 

 

Headset Status. 

OFF - Headset is not in use 

ON - Headset is in use 

 

Microphone MUTE Status. 

OFF - No muted 

ON - Muted 
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Bluetooth Status. (GRP2614/GRP2615/GRP2616 only) 

OFF - Bluetooth icon disappears 

ON - Bluetooth icon appears 

Paired ï Bluetooth icon turns bright 

 
Incoming Call. 

The current call is an incoming call 

 
Outgoing Call. 

The current call is an outgoing call 

 

Call On Hold. 

OFF - No call on hold 

ON ï Call on hold 

 

Call Connect. 

OFF - No call  

ON - Call connected 

 

IP Call Status 

The current call is an IP call. 

 

SIP Call 

Enter number for initiate call. The current call is a SIP call. 

 
Ringtone Volume 

Call screen icon. 

 
Ringtone Volume mute 

Call screen icon. The volume of ringtone is mute 
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5ÓÉÎÇ ÔÈÅ +ÅÙÐÁÄ 

 

Figure 6: GRP2612/GRP2612P/GRP2612W Keyboard 

 

Figure 7: GRP2613 Keyboard 

 

Figure 8: GRP2614 Keyboard 
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Figure 9: GRP2615 Keyboard 

 

 

Figure 10: GRP2616 Keyboard 

Table 9: GRP261X/GRP2624/GRP2634 Keypad Buttons 

 
Contacts. Press to view and edit contact information. 

 
Hold. Press to put call on hold or resume the call. 

 
Mute. Press to mute or unmute the call. 
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Headset. Press to switch to headset mode. 

 
Message. Press to view voicemail messages. 

 
Transfer. Press to transfer call. 

 
Conference. Press to conference call. 

 
Speaker. 

 
Send/Redial. 

 
Volume. 

 Up Navigation key. In idle screen, press for 3 seconds to see the IP.  

 MENU button  

#ÏÎÆÉÇÕÒÁÔÉÏÎ ÖÉÁ +ÅÙÐÁÄ 

To configure the LCD menu using the phoneôs keypad, follow the instructions below: 

¶ Enter MENU options. When the phone is in idle, press the round MENU button to enter the 

configuration menu. 

¶ Navigate in the menu options. Press the arrow keys up/down/left/right to navigate in the menu options. 

¶ Enter/Confirm selection. Press the round MENU button or ñSelectò Softkey to enter the selected 

option. 

¶ Exit. Press ñExitò Softkey to exit to the previous menu. 

¶ Return to Home page.  

In the Main menu, press Home Softkey to return home screen. 

In sub menu, press and hold ñExitò Softkey until Exit Softkey changes to Home Softkey, then release 

the Softkey.  

¶ The phone automatically exits MENU mode with an incoming call, when the phone is off hook or the 

MENU mode if left idle for more than 60 seconds. 

¶ When the phone is in idle, pressing and holding the UP-navigation key for 3 seconds to see the phoneôs 

IP address, IP setting, MAC address and software address. 

The MENU options are listed in the following table. 
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Table 10: Configuration Menu 

Call History 
Displays Local call logs: 

All Calls/Answered Calls/Dialed Calls/Missed Calls/Transferred Calls 

Status 

Displays account status, network status, software version number and Hardware 

¶ Account status.  

¶ Network status.  

Press to enter the sub menu for MAC address, IP setting information 

(DHCP/Static IP/PPPoE), Ipv4 address, Ipv6 address, Subnet Mask, Gateway 

and DNS server. 

¶ System Information 

Press to enter the sub menu for Hardware version, P/N number. Boot, Core, 

Base, Prog version and IP Geographic Information.  

¶ Provider Status 

Shows the providerôs status based on the Special Feature set on each account. 

It provides also functions related to that specific provider. 

Contacts 

Contacts sub menu includes the following options: 

¶ Local Phonebook 

¶ Local Group 

¶ LDAP Directory 

Contacts sub menu is for Local Phonebook, Local Group, LDAP Directory and 

Broadsoft Phonebooks. User could configure phonebooks/groups/LDAP options 

here, download phonebook XML to the phone and search phonebook/LDAP 

directory.  

Messages 

Message sub menu include the following options: 

¶ Instant Message 

Displays received instant messages; 

¶ Voice Mails 

Displays voicemail message information in the format below: new messages/all 

messages (urgent messages/all urgent messages). 

Preference 

Preference sub menu includes the following options: 

¶ Do Not Disturb 

Enables/disables Do Not Disturb on the phone. 

¶ Keypad Lock 

Turns on/off keypad lock feature and configures keypad lock password. The 

default keypad lock password is null. If user enabled Star Key lock without 

configuring password, user can unlock keypad by holding * key 4 seconds and 
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pressing ñOKò button. 

¶ Sounds 

o Ring Tone 

Configures different ring tones for incoming call. 

o Ring Volume 

Adjusts ring volume by pressing left/right arrow key. 

¶ Audio 

o Headset TX gain  

         Configures the transmission gain of the headset. 

o Headset RX gain  

         Configures the receiving gain of the headset. 

¶ Appearance 

o Active LCD Brightness 

Adjusts active LCD brightness by pressing left/right arrow key 

o Idle LCD Brightness 

Adjusts idle LCD brightness by pressing left/right arrow key 

o Active LCD Timeout 

Adjusts the minute of active backlight timeout. 

o Power Saving Timeout 

Configures how long to wait before turning off the LCD automatically 

during non-office hours. Valid range is 0 to 90. 

o Screensaver 

Enables/Disables Screensaver 

o Screensaver Timeout 

Configures the minutes of idle before the screensaver activates.  

Valid range is 3 to 60. 

¶ MPK LCD Settings (Available on GRP2614 only) 

o MPK LCD Display Order 

Choose MPK LCD Display Order whether to be Sequential or 

Alternating 

o Display Contact on MPK LCD 

Enable / Disable Display Contact on MPK Order 

¶ Language and Input 

o Display Language  

Selects the language to be displayed on the phoneôs LCD. Users could 

select Automatic for local language based on IP location if available. 
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By default, it is Auto. 

o Default Input Selection 

Selects the Input mode from Multi-Tap and Shiftable. By default, it is 

Multi-Tap. 

Á Multi-Tap: User may tap the same key multiple times to switch 

to the desired character. 

Á Shiftable: After pressing the number button, user will see the 

IDs of the characters that matching to the button. User can 

select the desired character by entering the corresponding ID 

on keypad.   

¶ Date Time 

o Allow DHCP Option 42 to override NTP server 

o Allow DHCP Option 2 to override Time Zone setting 

o Time Settings 

It is used to configure date and time on the phone. 

¶ Office Hours 

It is used to configure the office hours for each day. 

¶ Search Mode 

Specifies the phonebook search mode to QuickMatch or 

ExactMatch. By default, it is QuickMatch.  

Phone 

Phone sub menu includes the following options: 

¶ SIP 

Configures SIP Proxy, Outbound Proxy, SIP User ID, SIP Auth ID, SIP Password, 

SIP Transport and Audio information to register SIP account on the phone. 

¶ Call Features 

Configures call forward features for Forward All, Forward Busy, Forward No 

Answer and No Answer Timeout. 

System 

System sub menu includes the following options: 

¶ Network 

o Internet Protocol 

Selects Prefer IPv4 / Prefer IPv6 / IPv4 only or IPv6 only. The default 

setting is ñIPv4 onlyò. 

o IP Setting 

Selects IP mode (DHCP/Static IP/PPPoE); Configures PPPoE account 

ID and password; Configures static IP address, Netmask, Gateway, 

DNS Server 1 and DNS Server 2. 
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o 802.1X 

Enables/Disables 802.1X mode; Configures 802.1x identity and MD5 

password. 

o Layer 2 QoS 

Configures 802.1Q/VLAN Tag and priority value. Select ñReset VLAN 

Configò to reset VLAN configuration. 

¶ Wi-Fi Settings (GRP2612W & GRP2614 & GRP2615 & GRP2616 only) 

o Enable/disable 

Enables/disables Wi-Fi. 

o Scan 

Scan available Wi-Fi networks. 

¶ Bluetooth Settings (GRP2614/GRP2615 & GRP2616 only) 

o Bluetooth Status 

Displays the status of Bluetooth 

o Bluetooth MAC 

Displays the GRP phoneôs Bluetooth MAC address.  

(Bluetooth MAC address is GRP phoneôs MAC address plus 1) 

o Power 

Turns on/off the Bluetooth feature. 

o Handsfree Mode 

Enables/Disables Handsfree mode 

o Bluetooth Name 

Specifies GRP phone name when discovered by other Bluetooth 

devices. 

o Start Scan 

Starts to scan other Bluetooth devices around the phone. If found, user 

could press ñPairò Softkey, and enter Pin code to pair to other devices. 

¶ Web Access 

o Web Access Mode 

o HTTP web port 

o HTTPs web port 

¶ Upgrade 

o Firmware Server 

Configures firmware server for upgrading the phone. 
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o Config Server 

Configures config server for provisioning the phone. 

o Upgrade Via 

Specifies upgrade/provisioning via TFTP/FTP/FTPS/HTTP/HTTPS. 

o Start Provision  

Starts Provision immediately. 

¶ Language Download 

o Auto Language Download 

o Language Download 

¶ Factory Functions 

o Diagnostic Mode 

All LEDs will light up. All keysô name will display in red on LCD screen 

before diagnosing. Press any key on the keypad to diagnose the 

keyôs function. When done, the keyôs name will display in blue on 

LCD. Lift and put back the handset to exit diagnostic mode. 

o Audio Loopback 

Speak to the phone using speaker/handset/headset. If you can 

hear your voice, your audio is working fine. Press ñExitò Softkey 

to exit audio loopback mode. 

o LCD on/off 

Selects this option to turn off LCD. Press any button to turn on 

LCD.  

o LCD Diagnostic 

Enters this option and press Left/Right Navigation key to do LCD 

Diagnostic. Press ñExitò Softkey to quit.  

 

o Certificate Verification 

This is used to validate certificate chain for the serverôs 

certificate. 

¶ UCM Detect 

Detect/connect UCM server to process auto-provision. Manually input the IP and 

port of the UCM server phone wants to bind with; Or select from the available 

UCM server in network. 

¶ Authentication  

o Admin Password 



 

Page | 43  
 GRP261X/GRP2624/GRP2634 User Guide 

Version 1.0.5.93 
 
 

This is used to change the admin password for Web UI access. 

o End User Password 

This is used to change end user password for Web UI access. 

o Settings 

Turns on/off Test Password Strength feature. This will allow only 

passwords with some constraints to ensure better security. 

¶ Operations 

o Factory Reset 

It is used to restore the phone to factory default settings. 

o Ping and Traceroute 

It is used to show the route taken by packets across to an URL. 

o Alternative firmware 

It is used to show current and alternative firmware versions available 

on the phone. Users can ñrollbackò to alternative firmware from this 

menu. 

Reboot Reboots the phone. 
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The following picture shows the keypad MENU configuration flow:  

 Figure 11: GRP2600 Menu 
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#ÈÁÒÁÃÔÅÒÓ )ÎÐÕÔ 

The GRP261x/GRP2624/GRP2634 keypad can be used by tapping on an input field. 

GRP261x/GRP2624/GRP2634 keypad has 4 modes ñ123ò, ñABCò, ñabcò and ñ1Bcò. Default mode is ñ1Bcò. 

Note: If the input field is accepting only digits, only ñ123ò mode will be available.  

¶ ñ123ò Mode:  This mode allows to enter digits and . only. 

¶  ñABCò Mode: This mode allows to enter capital letters, digits and symbolic characters. 

¶ ñabcò Mode: This mode allows to enter small letters, digits and symbolic characters. 

¶  ñ1Bcò Mode:  This mode allows to enter capital letters, small letters, digits and symbolic 

characters.  

Following table describes allowed characters for each key. 

Key Description Key Description Key Description 

1 1 Space . : / ó ̀ @ * + - = , 

| & ? ! % ( ) ~ _ < > { } [ ] ̂ 

2 2 A B C a b c 3 3 D E F d e f  

4 4 G H I g h i  5 5 J K L j k l  6 6 M N O m n o  

7 7 P Q R S p q r s  8 8 T U V t u v  9 9 W X Y Z w x y z  

* * 0 0 # # 

-0+ ,#$ ɉ!ÖÁÉÌÁÂÌÅ ÏÎ '20ςφρτ Ǫ '20ςφρφ ÏÎÌÙɊ 

The GRP2614 supports MPK LCD with 8 physical MPKs and 3 pages, allowing to configure up to 24 fully 

programmable phone extensions to the phone. 

 

Figure 12: GRP2614 MPK LCD 

The MPKs can be configured via: 

¶ Web GUI Settings Ą Programmable Keys Ą Physical Multi-Purpose Keys. 

¶ Or from phone directly; by pressing and holding for 5 seconds the MPK button to configure. The phone 

LCD and MPK LCD will display related settings as shown below: 

Multi-Purpose Keys 

Right Key 

Left Key 
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Figure 13: Phone LCD Configuration (MPK1) 

 

 

 

Figure 14: MPK LCD Configuration (MPK1) 

 

After finishing the configuration, press Left or Right button at the bottom to browse all the MPK's status in 

the different pages. 

 

For more information, please refer to the admin guide: 

https://www.grandstream.com/hubfs/Product_Documentation/GRP261x/GRP2624/GRP2634_admin_guid

e.pdf?hsLang=en 

  

https://www.grandstream.com/hubfs/Product_Documentation/GRP261x_admin_guide.pdf?hsLang=en
https://www.grandstream.com/hubfs/Product_Documentation/GRP261x_admin_guide.pdf?hsLang=en
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4%,%0(/.9 &%!452%3 

-ÁËÅ 0ÈÏÎÅ #ÁÌÌÓ 

(ÁÎÄÓÅÔȟ 3ÐÅÁËÅÒ ÁÎÄ (ÅÁÄÓÅÔ -ÏÄÅ 

The GRP261X/GRP2624/GRP2634 allows users to switch among handset, speaker or headset when 

making calls. Press the Hook Switch to switch to handset; press the Headset button  to switch to 

headset; or press the Speaker button  to switch to speaker. 

-ÕÌÔÉÐÌÅ 3)0 !ÃÃÏÕÎÔÓ ÁÎÄ ,ÉÎÅÓ 

GRP2612/GRP2612P/GRP2612W support up to 2 SIP accounts with 4 line keys; GRP2613 supports up to 

3 SIP accounts with 6 line keys and GRP2614 supports up to 4 SIP accounts with 4 line keys. GRP2615 

supports up to 5 SIP accounts with 10 line keys. GRP2616 supports up to 6 SIP accounts with 6 line keys. 

GRP2624/GRP2634 support 4 accounts and 8 lines Each account is capable of independent SIP server, 

user and NAT settings. Each of the line buttons is "virtually" mapped to an individual SIP account. In off 

hook state, select an idle line and the dial tone will be heard.  

 

To make a call, select the line you wish to use. The corresponding LINE LED will light up in green. The user 

can switch lines before dialing any number by pressing the LINE buttons. 

For example: If 2 independent accounts are registered on GRP261X/GRP2624/GRP2634, when LINE 1 is 

pressed, the LINE 1 LED will light up in green. If LINE 2 is pressed, the LINE 2 LED will light up in green 

and the subsequent call will be made through SIP account 2. 

 

Incoming calls to a specific account will attempt to use its corresponding LINE if it is not in use. When the 

"virtually" mapped line is in use, the phone will flash the other available LINE in red. A line is ACTIVE when 

it is in use and the corresponding LED is red. 

Note : Support added for disabling the feature of selecting an account from LCD. 

#ÏÍÐÌÅÔÉÎÇ #ÁÌÌÓ 

There are several ways to complete a call. 

¶ On hook dialing. Enter the number when the phone is on hook and then send out. 

1. When the phone is in idle, enter the number to be dialed out; 

2. Take handset off hook, or Press Speaker button, or Press Headset button with headset plugged in, 
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or Select an available LINE key. 

3. The call will be dialed out. 

 

Figure 15: On hook dialing 

¶ Off hook and dial. Off hook the phone, enter the number and send out. 

1. Take handset off hook; or 

¶ Press Speaker button; or 

¶ Press Headset button with headset plugged in; or 

¶ Press an available LINE key to activate speaker; 

2. You shall hear dial tone after off hook; 

3. Enter the number; 

4. Press SEND, * or # keys to dial out. 

 

Figure 16: Off hook dialing 












































































































